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Pays: Schweiz / Switzerland   Région: Kanton St. Gallen   Sous-régione: Wahlkreis Toggenburg   Ville:
Unterwasser
Difficulté:  un peu difficile Niveau:  v3 a4 III Temps total:  2h35
Temps approche: 25min Temps tour: 2h Temps de retour: 10min
Altitude d'entrée: 1025m Altitude de sortie: 920m Altitude du delta: 105m
Longueur du canyon:  700m Rapelle le plus haut: 26m Nombre de rapelles: 7
Transport: Voiture facultative Type de roche: limestone Zone de prise d'eau: 15.30km²
Saison: Orientation: Sud Meilleur moment:

Évaluation:  4 (6) Info:  2.3 (3) Belay:  2.5 (4)
Spécialités:

Matériel:
Cordes: 2x30m
Résumé: (traduction alternative)
Rappel canyon on the southern slope of Säntis (2502 m). In the course of the year strong water fluctuations: in 
spring (too) much water, towards autumn there is often a complete lack of water flow.
Hydrologie: (traduction alternative)
https://www.hydrodaten.sg.ch/#5804 , Chlostobel station
Strong water fluctuations over the course of the year: (too) much water in spring, often a complete lack of water 
flow towards fall. Best after a heavy rainfall event.
Accès: (traduction alternative)
Leave the Swiss highway St. Gallen - Sargans (- Chur) at the Haag exit and head west to Gams and from there in 
the direction of Zurich in serpentines up the mountain. At the top, you pass through the village of Wildhaus and a 
few kilometers further on you reach Unterwasser (about 17 km from the Haag freeway exit). If necessary, take the 
second car up to the bridge and park there.
Approche: (traduction alternative)
From the parking lot in a northerly direction take the footpath "to the Thur waterfalls". First along the orographic 
left bank of the stream, but at the junction do not continue left in the streambed to the Thur waterfalls, but 
straight up. At the second group of houses, take the little road to the left (westward) and soon you will reach the 
bridge over the brook.
Tour: (traduction alternative)
After the entry at the bridge, soon the first larger pool. This is followed by around 7 rappels up to a maximum of 
13 m, which can often be jumped, in the canyon, which is not very deep. Then you come to the Thur waterfalls. If 
you want to rappel in the water channel, hang 2x30m of rope from the railing. In dry weather, however, you come 
to a so-called Marmita Trampa, from which an exit is not easy. It's better to go down a few steps and rope from 
the side 14 m directly to the belay above the last waterfall, thus bypassing the Marmita Trampa. Then you can 
also take 2x15 m of ropes with you. At the bottom, from the last pool, take the cemented iron brackets on the 
right up to the tourist path.
Retour: (traduction alternative)
Before or after the final Thur waterfalls out on the trail and back to the car.
Coordonnées:
Départ du Canyon  47.2066 9.3120
Fin du Canyon  47.2012 9.3116
Parking à l'entrée  47.2066 9.3118
Parking à la sortie  47.1967 9.3107

http://www.google.com/maps/place/47.20660000,9.31198000
http://www.google.com/maps/place/47.20120000,9.31160000
http://www.google.com/maps/place/47.20660000,9.31176000
http://www.google.com/maps/place/47.19670000,9.31074000


Rapports:

2025-09-20 | System User | |  |  |  Normale |  Terminé
Automatisch importiert von Descente-Canyon.com für Canyon Santisthur Très glissant et très froid... (Quelle:
https://www.descente-canyon.com/canyoning/canyon-debit/22002/observations.html)

2025-08-31 | Jackcachpot |     |    |     |  Haut |  Terminé
High water level, see reference picture. Water to the exit, many anchors replaced. Two places solved with floating
bag. Chlostobel had approx. 0.59m³/s at entry. (traduction alternative)

2025-06-27 | Jackcachpot |     |    |    |  Normale |  Terminé
Perfect water level, everything regularly jumpable. After the rain the day before, the stream had water right up to
the end. The Chlostobel gauge was 1.1m³/s approx. 18 hours before, then 0.15m³/s on entry. (traduction
alternative)

2025-04-01 | System User | |  |  | |
Automatisch importiert von Schlucht.ch für Canyon Säntisthur, Wasserstand: "perfekt" Verankerungen: "i.o"
Aktuell sehr gute Verhältnisse... (Quelle: https://schlucht.ch/schluchten-der-schweiz-liste/1036-saentisthur)

2025-04-01 | Betschart Stefan |      |  |     |  Normale |  Terminé
Water throughout at the moment. The last waterfall is dry, otherwise perfect. Sometimes very slippery in the
water. Stands io (traduction alternative)

2024-11-04 | System User | |  |  |  Sèche |  Terminé
Automatisch importiert von Descente-Canyon.com für Canyon Santisthur Auf Hydrodaten.sg.ch zeigte es für die
Thur (alt st. Johann/Unterwasser/Chlostobel) 0,04m3/sek an.Nass wurden wir bloss beim durchschwimmen des
Restwassers in den Pools.Im unteren Teil der Schlucht mussten wir zweimal improvisieren da es zum abklettern
arg rutschig war, da könnte das nächste Team vieleicht eine Sanduhr bohren (da es im Winter, mit dem Eis, wohl
kaum weniger rutschig sein wird ;-) ) (Quelle: https://www.descente-canyon.com/canyoning/canyon-
debit/22002/observations.html)

2024-09-01 | Patrik |      |     |   |  Faible |  Terminé
Currently still very little running water and therefore many pools filled. Even 4 jumps possible ;-) Stalls all
available and ok. (traduction alternative)

2024-01-31 | System User | |  |  |  Fou |  Pas fait
Automatisch importiert von Descente-Canyon.com für Canyon Santisthur (Quelle: https://www.descente-
canyon.com/canyoning/canyon-debit/22002/observations.html)

2023-03-09 | System User |     |  |  | |
Info: Teile der Canyonbeschreibung wurden automatisiert übernommen. Konkret die Felder Weblinks, Koordinaten,
Rating, Länge des Canyon, Einfachseil Mindestens von https://www.descente-
canyon.com/canyoning/canyon/22002

2023-03-09 | System User |   |  |  | |
Daten importiert von https://canyon.carto.net/cwiki/bin/view/Canyons/SaentisthurCanyon.html


